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Dynamic Radioisotope Power Systems Development and Potential First 
Mission Utilization
Dynamic power conversion offers the potential to significantly enhance Radioisotope Power System (RPS) performance.  Potential improvements include 
higher conversion efficiency (more power per kg of Pu-238 fuel and less waste heat), low or zero degradation beyond fuel decay, and thus higher end-of-mis-
sion power.  Degradation-free life of Stirling-cycle conversion has been demonstrated on the time scales required by several missions.
ABSTRACT
•  Stirling, Brayton, Rankine, Ericsson are suitable for space applications
•  Conversion efficiencies demonstrated up to 40%
•  Non-contacting bearings and seals (enables long-life continuous operation)
•  Zero degradation via elimination of wear mechanisms
•  Macroscopic engineering challenges (high-temp materials, high-cycle fatigue)
DYNAMIC POWER CONVERSION RECENT CONVERTOR DESIGNS
PATH TO FLIGHT DEVELOPMENT
•  Derived from Surrogate Mission Team input


















•  Dynamic power conversion has never been flown in space
•  Analogous cryocoolers have operated for up to 20 years in space
•  First mission could be much shorter than outer planets (3 yrs vs 20 yrs)
•  Lunar mission as flight demo is viable
    –  Short cruise time, several destinations that require RPS, short mission duration
•  For short missions, life with margin has been demonstrated at flight-prototype level
•  For long missions (>15 years), demonstrating 2x life is unrealistic
•  First mission must accept some amount of risk, which can be burned down
•  Flightlike Stirling convertors have operated in lab setting for over 12 years (at full temp and power)























Launch qual (14.6 grms)
20g for 1 minute, 5g for 5 days
300 krad
Ample margins, tolerant of user error
















GOAL: Begin Flight Development 
2021
Flexure-bearing Stirling convertor 
continuous operation test article
 Date 2010 2016
 TDC #13 65.4 W 65.4 W
 TDC #14 64.5 W 64.5 W
Example performance data of flexure-bearing 
convertors showing degration-free life
Example cumulative runtimes on flight-































































 Test  Years of
 Article Operation
 TDC #13 12.6
 TDC #14 12.1
 TDC #15 11.6
 TDC #16 11.6
   Test Years of
   Article Operation
   ASC-0 #3 8.3
   ASC-E3 #4 3.1
   ASC-E3 #6 2.4
   ASC-E3 #9 1.6
   ASC-E3 #8 1.9
   ASC-L 4.0
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